Artafex

INSTALLATION

Project:

Product Code:

Type:

Date:

2" Retrofit Conversion Kits

SMALL APERTURE Delivers the ultimate in quiet

ceiling designs

PRECISION LOCK COLLAR Ensures flush and secure fit

ARCHITECTURE-GRADE Deep die-cast aluminum knife
edge trim provide unmatched precision and performance

DIMMING COMPATIBILITY GUARANTEED
Bespoke integrated driver ensures seamless
compatibility with every major lighting control system

LIGHT OUTPUT & DISTRIBUTION

POWER & CONTROLS

V031824

Application *

Retrofit:

6" to 2" Round Conversion

4" or 5" to 2" Round Conversion

6" to 2" Square Conversion

Ceiling Material
Drywall

TRIMS

Style

Standard, Micro Flange, Flangeless
Finish

White, Black, Bronze, Clear Diffuse,
Warm Diffuse, Custom (RAL colors)

348

TITLE 24 CERTIFIED
ENERGY STAR US-CA

Declare.

DMF LIGHTING 1118 E. 223rd St. Carson, CA 90745 323.934.7779

Module
Downlight

Lumens (Power)

750 Im (9.5W), 1000 Im (12.5W)

Color Quality
True Spectrum™
Color Temperature

2700K 3000K 3500K

4000K Warm Dim (3000K-1800K)

Beam Spread

Flood (40°)
Linear Spread

A Spot (25°)

zl\éi(;jo()e Flood

info@dmflighting.com  dmfLuxury.com

Input Voltage
120/277V

Dimming
TRIAC/ELV (1%, 120V only)

RATINGS & CERTIFICATIONS

@ UL Listed for Wet Location

@ RoHS Compliant

WARRANTY

10 year limited warranty;
50,000 hours

© 2024 DMF Lighting. All Rights Reserved. Specifications subject to change without notice. See website for U.S. and international patent information.




Artafex

. 2" Retrofit Conversion Kits

PRODUCT BUILDER

MODULE
PRODUCT CODE LUMENS COLORMETRIC CCT BEAM SPREAD DIMMING
ART2D  Downlight 07 750 Im T  True Spectrum™ 27  2700K SP  Spot (25°) T TRIAC/ELV
10 1 1000 Im 30 | 3000K FL  Flood (40°) D DALI-2%
35 | 3500K WF  Wide Flood (60°)
40  4000K LS  Linear Spread
3W  Warm Dim (3000K - 1800K) "
T1  Tunable White (4000K - 1800K)?
T2  Tunable White (6500K - 2700K) 2
" Only available in 1000 Im; Not available in Spot beam spread 3 Only available in 1000 Im for Tunable White CCT and Warm Dim
2 Only available in 1000 Im, DALI-2 dimming with static CCT
ROUND RETROFIT KIT SQUARE RETROFIT KIT
X2KRRETRO6 Retrofit Kit - 6" to 2" Round Conversion # X2KSRETRO6 Retrofit Kit - 6" to 2" Square Conversion ®
X2KRRETRO45 | Retrofit Kit - 4" or 5" to 2" Round Conversion * 5 Only for usage with Square trim

4 Only for usage with Round trim

ROUND TRIM
PRODUCT CODE FINISH OPTION
X2TRDS | 2" Round Standard Trim WH | White [Blank] = None
BK  Black MF Micro Flange ©
BZ  Bronze FL Flangeless ©
CW | Clear Diffuse, White Flange
WW | Warm Diffuse, White Flange
CC | Custom (RAL colors)
SQUARE TRIM
PRODUCT CODE FINISH OPTION
X2TSDS | 2" Square Standard Trim WH | White [Blank] = None
BK | Black MF Micro Flange ©
BZ | Bronze FL Flangeless ©

CW | Clear Diffuse, White Flange
WW | Warm Diffuse, White Flange
CC | Custom (RAL colors)

¢ Not available in Clear or Warm Diffuse finish
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Artafex

2" Retrofit Conversion Kits

PRODUCT BUILDER

OPTICAL ACCESSORIES ADAPTERS

X20DSP | Spot (25°) Optic DRD2X-QCM-ED Edison Adapter (included with Retrofit Kits)
X20DFL  Flood (40°) Optic DRD2X-QCM-GU GU-24 Adapter?®

X20DWF  Wide Flood (60°) Optic DRD2X-QCM-M Male IDEAL PowerPlug® Adapter®

X20DLS  Linear Spread Optic

DMF LIGHTING 1118 E. 223rd St. Carson, CA 90745 323.934.7779 info@dmflighting.com dmfLuxury.com
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Artafex

2" Retrofit Conversion Kits

MODULE
"
(67rm)
SUMMARY
STATIC CCT WARM DIM
CCT 2700K, 3000K, 3500K, 4000K 3000K - 1800K
DELIVERED LUMENS 750 Im (9.5W), 1000 Im (12.5W) 1000 Im (12.0W)
EFFICACY 79 Im/W, 80 Im/W 83 Im/W
COLOR QUALITY True Spectrum™ 98 CRI, 2-step SDCM True Spectrum™ 93+ CRI, 2-step SDCM
BEAM SPREAD Spot (25°), Flood (40°), Wide Flood (60°), Linear Spread Flood (40°), Wide Flood (60°), Linear Spread
DIMMING TRIAC/ELV (1%, 120V only) TRIAC/ELV (1%, 120V only)
LED CHIP Cree Pro9 Bridgelux
LISTINGS ENERGY STAR® qualified**, California Title 24 2019 JA8 compliant, UL Listed for Wet Location, UL Certified

US-CA, Declare, RoHS compliant

*Tested in accordance to IESNA LM-79-2008
**Refer to ENERGY STAR Certified light fixtures database

ADDITIONAL

INPUT VOLTAGE: 120/277V, 50/60Hz TOTAL HARMONIC DISTORTION: Less than 20%

MAX INPUT CURRENT (120V): 0.13 amps AMBIENT OPERATING TEMPERATURE: -20°C to 40°C

MAX INPUT CURRENT (277V): 0.06 amps WARRANTY: 10 year limited warranty; 50,000 hours at 70% lumen

. maintenan
CONNECTOR: 6-pin Molex aintenance

POWER FACTOR: Greater than 0.9

DMF LIGHTING 1118 E. 223rd St. Carson, CA 90745 323.934.7779 info@dmflighting.com dmfLuxury.com
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RETROFIT KITS

6" to 2" Round Conversion

X2KRRETRO6

4" or 5" to 2" Round Conversion

X2KRRETRO45

6" to 2" Square Conversion

X2KSRETRO6

DMF LIGHTING 1118 E. 223rd St. Carson, CA 90745 323.934.7779
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2" Retrofit Conversion Kits
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ROUND TRIMS

Standard

X2TRDSWH

D1%"

(44mm)

L D3%"

(92mm)

Flangeless
X2TRDSWHFL

| | (35mm)

g olan

D19

(44mm)

L @3 —

(80mm)

Artafex

2" Retrofit Conversion Kits

SUMMARY

CONSTRUCTION: Die-cast aluminum

FINISH: Wet paint

INSTALLATION: Precision Lock Collar included
WARRANTY: 5 year limited warranty

Micro Flange

X2TRDSWHMF

1%"

(35mm)

D1 %"

(44mm)

L D 3% —
(90mm)
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SQUARE TRIMS

SUMMARY

CONSTRUCTION: Die-cast aluminum
FINISH: Wet paint
DECORATIVE: Acrylic diffuser

v

WARRANTY: 5 year limited warranty

Standard Micro Flange

X2TSDSWH X2TSDSWHMF

Artafex

2" Retrofit Conversion Kits

=5 INSTALLATION: Precision Lock Collar included with Flanged or
Micro Flange Trim and Flangeless Mud or Wood Kit

co B T e B—
REAN
(44mm)
3%
(91mm)
Flangeless
X2TSDSWHFL

1%"
(44mm)

L 3V ]
(81mm)
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PHOTOMETRY

750 Im, 3000K, Spot

ART207930SPT
800
1600
2400
3600
0° 15° 30°
— 0 - — 90 1019
750 Im, 3000K, Flood
ART207930FLT
600
1200
1800
2400
0° 15° 30°
—_ 0 - — 90° 1017 Im
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90°

75°

60°

45°

Im

90°

75°

60°

45°

Luminous Intensity

Zonal Lumen Summary

Artafex

2" Retrofit Conversion Kits

Gamma co Zone Lumens Luminaire %
0° 3475 0-30 855 84
52 3232 0-40 937 92
10° 2444 0-60 994 98
15° 1510 0-90 1019 100
20° 824 0-180 1019 100
25° 444
30° 241 Illuminance Chart
35° 146 -
40° 87 R,:)S;a{_'gg Foot Candles Diameter
45° 55
50° 38 3 386 1.5'
908 27
60° 21 6’ 96 2.9'
65° 17
70° 12 9 43 44
75° 9
80° 6 12’ 24 59'
85° 3
90° 1 Beam Angle: 27°

Values in candela

Luminous Intensity

Zonal Lumen Summary

Values in candela

info@dmflighting.com  dmfLuxury.com
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Gamma co Zone Lumens Luminaire %
0° 2220 0-30 835 82
52 2162 0-40 937 92
10° 1910 0-60 995 98
15° 1507 0-90 1017 100
20° 1057 0-180 1017 100
25° 651
30° 358 llluminance Chart
35° 188 -
jg: 15081 fla:)s;alr]gg Foot Candles Diameter
50° 36 3 246 21
550 24
60° 19 6’ 61 4.2
65° 15
70° 1 9 27 6.3'
75° 8
80° 5 12’ 15 8.5'
85° 2
900 1 Beam Angle: 38°
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Artafex

2" Retrofit Conversion Kits

PHOTOMETRY

750 Im, 3000K, Wide Flood

ART207930WFT
90° Luminous Intensity Zonal Lumen Summary
Gamma Co’ Zone Lumens Luminaire %
0° 1413 0-30 787 77
75° 52 1426 0-40 940 92
400 10° 1370 0-60 1001 98
163 1240 0-90 1027 100
60° 20° 1062 0-180 1027 100
25° 832
800 30° 552 Illuminance Chart
35° 277 -
40° 126 R,:)S;a{_'gg Foot Candles Diameter
45° 45° 63
50° 35 3 157 3.1
60° 21 6’ 39 6.2'
65° 17
70° 13 9 17 9.3'
1600 75° 9
80° 6 12’ 9 12.3'
0° 15° 30° ggo 3 Beam Angle: 54°
_— e — — 90° 1027 Im

Values in candela

750 Im, 3000K, Linear Spread

ART207930LST
90° Luminous Intensity Zonal Lumen Summary
\ Gamma Co’ Zone Lumens Luminaire %
N 0° 1709 0-30 700 72
\ 75° 5 1584 0-40 849 87
500 \\ 10° 1223 0-60 941 96
\ 15° 821 0-90 979 100
B 20° 530 0-180 979 100
) 60 050 339
1 .
1000 \ 30° 219 Illuminance Chart
| 35° 138 Dist
0 istance .
| 40 90 from LED Foot Candles Diameter
] B 45° 64
! 45 500 47 3 190 16
1500 ; 550 36
7 60° 29 6’ 47 3.1
/. 65° 22
70° 16 9 21 4.7
2000 e 1l
80° 7 12’ 12 6.2'
85° )
0° 1590 30° 90° 1 Beam Angle: 29° x 53°
— 0° — — 90° 979 Im Values in candela
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